(Headset Microphone)

(Headset Ground)

(Headset Speaker(s))

(PTT Foot Switch)

(PTT Foot Switch)

100
/ \ { +8v DC
[ —
R6 J4(2)
2K2 100K 2K7
R1 R2 10uF/16V R4
+ C3
[]
luF/lGV‘ (MlC Gain)
T > Audio OUT
+ ‘ 5 (1)
10UF/16V 2N3904 c6 2KS
Audio IN ‘ 220uH R7
b
+1li N
J1 L1 . .
c2 T1 Numbers in parenthesis
represent the pin numbers
10K 470 of the 8-pin mic connector
10N R3 22N R5 10uF/16V 3N3 10N .
c1 C4 4+ ©5 c7 cs for an Icom IC-718 radio.
1 R
ADUdIO GND N
GND
32 6.7
Audio OUT
¢ <] Audio IN
J3 J7.(8)
External PTT
{ PTTIN
8 (L J10(5)
PTT
s1
%xlernal PTT T N
PTTIN
19 \ / e
v ®)
V,
(Shielded Cable)
Title

Icom Computer Headset Pre-amp Interface

Author

(c) 2003 Alex Krist (KR1ST)

File Document
Q:\cad\micamp.dsn
Revision Sheets
1.0 15 July 2003 lof1




